
SEQUENCE( 12.7.4.8.1) 

FindValidTcValue ( )

SEND TWICE

BROADCAST

RESET

wait

(300 ms + Response time)

Reset DUT

Return validTcValue

SEND

SPECIAL COMMAND

DTR( 129 )

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

SEND

SPECIAL COMMAND

DTR( 131 )

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

validTcValue := ( warmest + coolest ) >> 1

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE

8

EXECUTE SEQUENCE

Get16bitValue()

coolest := val

EXECUTE SEQUENCE

Get16bitValue()

warmest := val

Read Tc physical coolest

Read Tc physical warmest

Get a valid Tc point in the middle, between 

physical coolest and physical warmest

EXECUTE SEQUENCE 

SetSpecific16bitValue( validTcValue )

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY COLOUR 

TEMPERATURE Tc

8

(warmest – coolest) < 3 ?
Message 74811

"Limited Tc range !"

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR STATUS

8

(answer and 0x2) = 2?

Error 74811

"Colour temperature Tc out of 

range set when Tc in range !"

Yes

No

Yes

No
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