SEQUENCE 12.2.1.1.6
testResetNoChange_xy

Y

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR TYPE FEATURES

Check if device is xy-coordinate
capable

(answer and 0x1) = 0x1?

No

EXECUTE
SEQUENCE(12.7.4.5.1)
GetMainPointxy( )

xMain [0..65535]
yMain [0..65535]

v

SEND
BROADCAST
DTR(0)

h 4

Get the coordinate of the
‘middle’ of the 'xy-In-range’ area
(referred to as ‘Main Point’) and
go to that level

Read x-coordinate

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

EXECUTE SEQUENCE
Getl6bitValue()

val

val = xMain ?

SEND TWICE
BROADCAST
RESET

Reset DUT

v

wait
(300 ms + Response time)

v

Error 21161
“x-coordinate incorrect
stored !”

Yes |4
-
A 4
SEND
BROADCAST
DTR(1)
A 4

Read y-coordinate

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

EXECUTE SEQUENCE
Getl6bitValue()

val

val = yMain ?

Yes

A

Error 21162
‘y-coordinate incorrect
stored !”

SEND '
BROADCAST :?eiittj x-coordinate after
DTR(0)
A 4
SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE
A 4
EXECUTE SEQUENCE
Getl6bitValue()
val
Error 21163
No « -
'x-coordinate not preserved
after RESET command !”
Yes
SEND .
BROADCAST ll:;e;? y-coordinate after
DTR(1)
A 4
SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE
A 4
EXECUTE SEQUENCE
Getl6bitValue()
val
Error 21164
No “ -
y-coordinate not preserved
after RESET command !”
Yes
Return \4

Da
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