SEQUENCE 12.7.4.4.1.
ActivateColourType
( ColourType )

EXECUTE SEQUENCE
Setl6bitValue( 255 )

expMsb := msb
expVal := val

ColourType = xy ?

255in DTRO, DTR1
("MASK”) should activate
colour type without
changing visible colour

Yes

No

ColourType =Tc ?

No

A

ColourType = Primary N ?

No

ColourType = RGBWAF ?

No

Y

Error 74411
"Invalid ColourType
<ColourType> parameter ! "

Yes—

SEND TO DEVICE TYPE
BROADCAST

SET TEMPORARY COLOUR
TEMPERATURE Tc

Y

SEND TO DEVICE TYPE
BROADCAST
ACTIVATE

A

SEND TO DEVICE TYPE

8 |BROADCAST

QUERY COLOUR STATUS

answer and OxFO ) >> 4) =
?

No
Y

Error 74415
"Could not activate Tc
colour type !"

SEND
BROADCAST
DTR2(255)

SEND
BROADCAST
DTR2(0)

Y

SEND TO DEVICE TYPE
8 |BROADCAST
SET TEMPORARY RGB DIMLEVEL

SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY PRIMARY N

Y

Primary 0

DIMLEVEL

SEND TO DEVICE TYPE
8 |BROADCAST
ACTIVATE

SEND TO DEVICE TYPE
8 |BROADCAST
ACTIVATE

A

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR STATUS

answer and OxFQ ) >> 4) =

Did we activate RGBWAF
colourtype ?

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR STATUS

(((answer and OxF0 )>>4) =4) ?

Did we activate Primary
N colourtype ?

?
No No Yes
Error 74412 Error 74413
"Could not activate RGBWAF "Could not activate PRIMARY N
colour type !" colour type !"
} v * Y
»

Did we activate Tc colourtype?

y

SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY x-COORDINATE

v

SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY y-COORDINATE

v

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE

SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR STATUS

Did we activate xy colourtype ?

answer and OxFO ) >> 4) =
?

No

Y

Error 74414
"Could not activate
xy colour type !"

Return
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