SEQUENCE 12.7.4.14.2.

Norm_Col_Control_ActivationTest( )

SEND
BROADCAST
QUERY PHYSICAL MIN LEVEL

answer = 254 ?

Yes
v

minLevel :=0

minLevel := answer
i:=0

i:=0
SEND

BROADCAST

DTR ( R_dimlevel[i])

SEND
BROADCAST
DTR1 ( G_dimlevel[i])

SEND
BROADCAST
DTR2 ( B_dimlevel[i])

v

SEND TO DEVICE TYPE
BROADCAST

SET TEMPORARY RGB DIMLEVEL
SEND

BROADCAST
DTR (W_dimlevel[i])

v

SEND
BROADCAST
DTR1 (A_dimlevel[i])

v

SEND
BROADCAST
DTR2 (F_dimlevel[i])

A

SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY WAF DIMLEVEL

Y

SEND
BROADCAST
DAPC (minLevel)

SEND
BROADCAST
DTR( 0x80)

Set temporary RGB
dimlevels

Set temporary WAF
dimlevels

Set actual level to min level

All output channels unlinked in
Normalised Colour Control

h 4

SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY RGBWAF

CONTROL

SEND TO DEVICE TYPE

ACTIVATE

8 |[BROADCAST

SEND
BROADCAST
DAPC( 254 )

Y

wait
Response time

v

SEND
BROADCAST

QUERY ACTUAL LEVEL

answer = expected[i] ?

Change the RGBWAF Control

Change the actual power level

Error 741421. i

"DAPC failed on unlinked

channels !"

SEND
BROADCAST
DAPC (minLevel)

SEND
BROADCAST
DTR( OXBF )

Y

SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY RGBWAF

CONTROL

SEND TO DEVICE TYPE

ACTIVATE

i 0 1
R_dimlevel 0x40 0
G_dimlevel 0x20 0
B_dimlevel 0x80 0
W_dimlevel 0 0
A _dimlevel 0x64 0
F_dimlevel 0x80 0

expected /=254 254

8 [BROADCAST

SEND
BROADCAST
DAPC( 254 )

v

wait
Response time

Y

SEND
BROADCAST

QUERY ACTUAL LEVEL

answer = expected[i] ?

Set actual level to min level

All output channels linked in
Normalised Colour Control

Change the RGBWAF Control

Set actual level to 254

Error 741422, i

"DAPC failed on linked channels !"

ve$

=i+l

No
i>17?

Yes
A J

Test
done
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