Test 12.7.4.8.
SET TEMPORARY COLOUR
TEMPERATURE Tc

v

SEND TWICE
BROADCAST
RESET

v

Wait
(300 ms + Response time )

Y

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR TYPE FEATURES

(answer and 0x2) =0x2 ?

EXECUTE
SEQUENCE( 12.7.4.8.1)
FindValidTcValue ()

TcValue

!

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR STATUS

(answer and OxDF ) /=0 ?

EXECUTE SEQUENCE
SetSpecific16bitValue(TcValue+1)

h 4

SEND TO DEVICE TYPE
BROADCAST

SET TEMPORARY COLOUR
TEMPERATURE Tc

Y

Message 7481
"DUT is not Tc capable !"

SEND TO DEVICE TYPE

ACTIVATE

BROADCAST

Yes

Find an middle TC value

Read colour status

SEND
BROADCAST
QUERY STATUS

Fade to point2

Error 7481
"BitIN[0,1,2,3,4,6,7 ] not properly
reset upon Tc activation !"

SEND
BROADCAST
DTR(15)

SEND TWICE
BROADCAST
STORE DTR AS FADE TIME

Set the fade time to maximum

Error 7482
N "Fade bit not set when going to next
TcValue in Tc mode!"
Yes
'
v
SEND
BROADCAST Stop the fading process
DAPC (255)
SEND
BROADCAST
QUERY STATUS
Error 7483
answer = XXX0XXXX ? Ye "Fade bit not reset After Tc fade
stopped !"

12

EXECUTE
SEQUENCE( 12.7.4.8.2)
CheckAllTcValues ()

'

Test
done

Test all input values for
SET TEMPORARY
COLOURTEMPERATURE Tc
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