SEQUENCE (12.7.4.15.4)
testCopy_RGBWAF()

v

SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR TYPE FEATURES

v

nrChan := (answer and OXEQ ) >> 5

v

SEND
BROADCAST
DTR( Ox7F )

v

SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY RGBWAF

CONTROL
v

SEND
BROADCAST
DTR(128)

SEND
BROADCAST
DTR1(129)

SEND
BROADCAST
DTR2(130)

A 4

SEND TO DEVICE TYPE
BROADCAST

SET TEMPORARY RGB
DIMLEVEL

—~ — M~ W~ A

Read number of channel
available

Set the proper bits to active
and indicate control type

Set the RGBWAF Control

Set RGB dimlevel

SEND
BROADCAST
DTR(131)

SEND
BROADCAST
DTR1(132)

SEND
BROADCAST
DTR2(133)

SEND TO DEVICE TYPE
BROADCAST

SET TEMPORARY WAF
DIMLEVEL

Set WAF dimlevel

A

SEND TO DEVICE TYPE
8 |[BROADCAST
ACTIVATE

Go to a RGBWAF dimlevel

SEND
BROADCAST
QUERY ACTUAL LEVEL

EXECUTE

SEQUENCE(12.7.4.15.7.)
RGBWAF_Check1(nrChan)

Read RGBWAF dimlevel
before COPY command

v

SEND TO DEVICE TYPE
8 [BROADCAST

COPY REPORT TO TEMPORARY

v

EXECUTE

SEQUENCE(12.7.4.15.8.)
RGBWAF_Check2 (nrChan)

Read RGBWAF dimlevel
after COPY command

v

Return
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