Test 12.7.4.10.
COLOUR TEMPERATURE Tc STEP WARMER,

v

SEND TWICE
BROADCAST
RESET

Y

Wait
(300 ms + Response time )

v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR TYPE FEATURES

answer and 0x2 = 0x2 ?

EXECUTE
SEQUENCE( 12.7.4.8.1)
FindValidTcValue ()

v

Pre := TcValue

TcValue

Reset DUT

Read colour type features

Message 74101
"DUT is not Tc capable !"

A 4

SEND TO DEVICE TYPE
BROADCAST

COLOUR TEMPERATURE Tc STEP WARMER

v

SEND
BROADCAST
DTR(2)

v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

Find middle TC value [Mirek] to start
fading from.

Keep track of starting point

Step Warmer

Read back current Tc value

v

EXECUTE SEQUENCE

SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR STATUS

Getl6bitValue()
val
val = Pre ? Yes —P
Error 74101
"Step warmer failed and Yes
triggered out of range !"
No

;

Pre :=val

v

SEND TO DEVICE TYPE
BROADCAST
COLOUR TEMPERATURE Tc STEP COOLER

v

SEND
BROADCAST
DTR(2)

v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

v

EXECUTE SEQUENCE

/
/

(answer and 0x2 ) = 0x2 ?

No
y

Error 74102
"DUT failed to step warmer !"

Read back current Tc value

SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR STATUS

Yes:

(answer and 0x2 ) = 0x2 ?

No

L 4

Error 74104
"DUT failed to step cooler !"

'K done

Getl6bitValue()
val
val = Pre ? Yes
Error 74103
"Step cooler failed and
triggered out of range !"
No
<% Test \ P
v
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