SEQUENCE 12.7.4.15.5
PrimaryN_Check1 (nrPrim)

A
SEND
BROADCAST Read temporary colour type
DTR(208)

A

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

v

i=0
>
SEND
BROADCAST Read temporary Primary N dimlevel
DTR( 195 +1i)
v

Error 741551
“Temporary colour type
not correctly set after

pd

answer = ‘MASK’ ?

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

activation !"
dl
Yes
SEND
BROADCAST
DTR(240)
A 4

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

Read report colour type

Error 741552
“Report colour type not
correctly set after
activation !"

answer = 0x40 ?

EXECUTE SEQUENCE
Getl6bitValue()
val
Error 741553, i
No “Temporary Primary N
dimlevel not correctly
set after activation !
Yes
A 4
SEND
BROADCAST Read report Primary N dimlevel
DTR(227 +i)

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

v

EXECUTE SEQUENCE
Getl6bitValue()

val

Error 741554, i
val = 0x8000 + i ? No Report Primary N

/ dimlevel not correctly

set after activation !"

No

Return
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