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Test 12.7.4.11.

SET TEMPORARY PRIMARY N DIMLEVEL

SEND TWICE

BROADCAST

RESET

Wait

( 300 ms + Response time )

Reset DUT

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR TYPE FEATURES
Read colour type features8

nrPrim := ( answer and 0x1C ) >> 2

i := 0 ; j := 0 ; outOfBounds := 0

 checkVal := 0

SEND

SPECIAL COMMAND

DTR2( j ) 

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY 

PRIMARY N DIMLEVEL

( answer and 0xB3 ) /= 0 ?

Error 74112,i,j

"Bit IN [ 0,1,4,5,7 ] not properly 

reset upon Primary N activation !" 

Yes

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR STATUS

SEND

SPECIAL COMMAND

DTR ( 3 +( j mod (nPrim – 1)) )  

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

val =expVal ?

Yes

Error 74113,i,j

"Primary N Dimlevel not properly 

set !"

j >= nrPrim ?

Yes

i := 0

j := j +1

Test

done

Indicate primary to 

SET TEMPORARY PRIMARY 

N DIMLEVEL

Read back Primary N dimlevel

outOfBounds := 1 ; checkVal := expVal

j = 256 ?No

Yes

No

outOfBounds = 1 ?

No

Yes val = checkVal ?

Error 74114,i,j

"Primary N Dimlevel changed for

DTR2 > number of Primaries !"

No

Yes

No

Value in DTR2 > number of Primaries

nrPrim > 0 ?

Yes

No

Message 74111

"`DUT is not PRIMARY N 

capable !"

EXECUTE 

SEQUENCE 12.7.4.11.1.

CheckPrimaryNFadingBehaviour( nrPrim )  

nrPrim

EXECUTE SEQUENCE

Set16bitValue(i)  

No

EXECUTE SEQUENCE

Get16bitValue()

val

8

8

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE
8

expVal :=  val

i ?i := 1

i := 255

i := 254

i := 128

0

255

254

Otherwise

Set up Primary N to check, mod 

to check some valid primaries 

against change when out of 

bounds

outOfBounds = 0 ? Yes

No

(val = 1) and (expVal = 65535) ?Yes

No

SEND

SPECIAL COMMAND

DTR ( 82 )  

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

Read number of primaries using 

Query Colour Value

answer = nrPrim ?

Yes

Error 74111

"Number of primaries given by 

Query Colour Value is different from 

Query Colour Type Features" 

No
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