Reset DUT

Read supported colour type(s)

Message 7151
"QUERY RGBWAF CONTROL
no RGBWAF channels available"

Read RGBWAF control

v Error 7151
"QUERY RGBWAF CONTROL
not answered for device type 8"

Link RGBWAF channel

Read temporary RGBWAF control

Test 12.7.1.5.
QUERY RGBWAF CONTROL
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SEND TWICE
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RESET
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wait
(300 ms + Response time)
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SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR TYPE FEATURES
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nrChan := (answer and OxEQ)>>5
i:=0;j:=0
allSet := 0
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Yes
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SEND TO DEVICE TYPE
8 [BROADCAST
QUERY RGBWAF CONTROL
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SPECIAL COMMAND
DTR(control[i] +(1<<j))

Y
SEND TO DEVICE TYPE
g |BROADCAST
SET TEMPORARY RGBWAF
CONTROL
v
SEND
SPECIAL COMMAND
DTR( 207)

v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

Error 7152
"Temporary RGBWAF Control
incorrect stored !"

answer = control[i] +(1<<j)?

Read temporary colour type

Yes
h 4
SEND
SPECIAL COMMAND
DTR(208)

v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

Error 7153
"Temporary Colour type incorrect
stored after setting temporary
RGBWAF control!"

I

answer = 0x80 ?

Read temporary RGBWAF control

Yes

A4

SEND TO DEVICE TYPE
8 |BROADCAST

ACTIVATE
SEND

SPECIAL COMMAND
DTR(207)

v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

Error 7154
"Temporary RGBWAF Control
incorrect stored after activation!"

answer = ‘MASK’ ?

Check if RGBWAF Channel was activated

Error 7155, (j+1),i
" QUERY RGBWAF CONTROL:
Channel link failed for channel !"
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SEND TO DEVICE TYPE
8 [BROADCAST
QUERY RGBWAF CONTROL

No:

(answer and Ox3F ) = (1<<j)?

[ 0 1 2
control 0x00 0x40 0x80
type Channel Colour Normalised

SEND

SPECIAL COMMAND
DTR( control[i])

v

Unlink all RGBWAF channels

SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY RGBWAF

CONTROL

8 |BROADCAST

ACTIVATE

SEND TO DEVICE TYPE

8 |BROADCAST

QUERY RGBWAF CONTROL

Check if no RGBWAF channels link

SEND TO DEVICE TYPE >

Error 7156, i
N "QUERY RGBWAF CONTROL:
Channels could not be unlinked! "

(answer and Ox3F)=0?

Yes
Y

allSet := allSet + (1 <<j)
j=i+l

No j=nrChan ?
Yes
Y
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SEND
SPECIAL COMMAND Link all RGBWAF channels
DTR( allSet + control[i])
Yes +

SEND TO DEVICE TYPE
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SET TEMPORARY RGBWAF
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SEND TO DEVICE TYPE

8 |BROADCAST

ACTIVATE

SEND TO DEVICE TYPE

8 [BROADCAST

QUERY RGBWAF CONTROL

Check if all RGBWAF channels link

Error 7157, i
No " QUERY RGBWAF CONTROL:
Could not link all channels !"

answer = (allSet + control[i]) ?

Yes

A

actual := answer

SEND

SPECIAL COMMAND

DTR(15)
v

Read actual RGBWAF control

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

Error 7158, i
"Answer of QUERY RGBWAF
CONTROL not equal with the answer
given by QUERY COLOUR VALUE !

answer = actual ?

v

=i+l

i>27?
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