Test 12.7.4.12.
SET TEMPORARY RGB DIMLEVEL

v

SEND TWICE
Reset DUT BROADCAST
RESET

A

v

SEND TO DEVICE TYPE
8 |BROADCAST Set the RGB Dimlevel
SET TEMPORARY RGB DIMLEVEL

wait
(300 ms + Response time)

:

v

SEND TO DEVICE TYPE

ACTIVATE

SEND TO DEVICE TYPE
8 |[BROADCAST
QUERY COLOUR TYPE FEATURES

Message 74121

"DUT not RGBWAF capable !" (answer and 0x£0) >0 ?

Yes
SEND
Colour Control, and R,G and B are active BROADCAST
DTR( 0x47)

8 [BROADCAST

SEND TO DEVICE TYPE
8 |BROADCAST Read colour status
QUERY COLOUR STATUS

Error 74121, i
"BitIN[0,1,2,3,4,5,6 ] not
properly reset upon RGBWAF
activation !"

(answer and Ox7F ) /=0 ?

v

SEND TO DEVICE TYPE

Change the RGBWAF Control 8 BROADCAST
SET TEMPORARY RGBWAF

CONTROL

»la
T

SEND
BROADCAST
DTR (j)

Y

SEND TO DEVICE TYPE
8 [BROADCAST Read back the DIMLEVEL
QUERY COLOUR VALUE

SEND
BROADCAST
DTR( dtri] )

SEND
BROADCAST
DTR1( dtri] )

SEND
BROADCAST
DTR2( dtrfi] )

Error 74122, i, j
answer = expected[i] ? N "RGB Dimlevel was not properly
set!"
I
j=j+1 Get next colour
No
Yes
Y
=i+l Get next test index and initialize
j=9 jto Red
_ A
No [ tr expected
i>42? T 0 0 0
1 1 1
Yes 2 128 128
A 3 254 254
4 255 254
EXECUTE

SEQUENCE(12.7.4.12.1.)
CheckRGBFadingBehaviour( )

v

Test

o
'\ done
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