
EXECUTE

SEQUENCE( 12.7.2.6.13) 

FindTwoValid_Tc_Points ( 

point1_Tc, point2_Tc )

Find two Tc values 

to fade in between

SEQUENCE 12.7.2.6.4.

testNoAutoActivate_Tc (min_level, 

command, delay, expected_level )

SEND TWICE

BROADCAST

RESET

Wait

( 300 ms + Response time )

Reset DUT

EXECUTE

SEQUENCE(12.7.2.6.14.)

Load_Tc( point2_Tc )

Set point 2

SEND

BROADCAST

DAPC (min_level)

Send 

DIRECT ARC POWER 

CONTROL  (min_level) 

wait

(Response time 

+ Preheat time)

SEND

BROADCAST

QUERY ACTUAL LEVEL

Read ACTUAL LEVEL

Answer = min_level ?

Yes

Error 72641

"Actual Level incorrect !"
No

EXECUTE 

SEQUENCE(12.7.2.6.15.)

Get_actual_Tc()

colour_type

point_Tc

colour_type = ‘00100000’b

and point2_Tc = point_Tc ?

Yes

Error 72642

"Actual colour setting incorrect !"
No

EXECUTE

SEQUENCE(12.7.2.6.14.)

Load_Tc( point1_Tc )

Set point 1

SEND

BROADCAST

command

Send 

command passed as 

argument  

wait

(Response time + delay)

SEND

BROADCAST

QUERY ACTUAL LEVEL

Read ACTUAL LEVEL

(Answer = expected_level) or 

(expected_level = MASK) ?

Yes

Error 72643

"Actual Level incorrect !"
No

EXECUTE 

SEQUENCE(12.7.2.6.15.)

Get_actual_Tc()

colour_type

point_Tc

colour_type = ‘00100000’b

and point2_Tc = point_Tc ?

Yes

Error 72644

"Actual colour setting changed 

while auto activation was 

disabled !"

No

SEND

BROADCAST

DTR ( 0 ) 

disable auto activate

SEND TWICE TO DEVICE TYPE

BROADCAST

STORE GEAR FEATURES/

STATUS

8

Return

SEND

BROADCAST

DTR( i )

Read temporary settings

EXECUTE SEQUENCE

Get16bitValue()

 val, msb

Error 72645, i

"Variable not correctly set !"
No

i ?

Yes

i := 194

expected := point1_Tc

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

otherwise

i := 208

expected := ‘00100000’b

194

(i /= 208 and val = expected) or 

(i = 208 and msb = expected) ?
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