
Return ( val, msb, lsb )

SEQUENCE(12.7.2.11.1.)

SetTemporaries( col, val)

col = 3 ?

No

SEND

BROADCAST

DTR( val )

EXECUTE SEQUENCE

Set16bitValue( val )

lsb

msb

val

col ?

otherwise
SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY x COORDINATE

8

0

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY y COORDINATE

8

SEND

BROADCAST

DTR1( val )

 

SEND

BROADCAST

DTR2( val )

 

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY RGB DIMLEVEL

8

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY WAF DIMLEVEL

8

 
SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY COLOUR 

TEMPERATURE TC

8

1

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY PRIMARY N 

DIMLEVEL

8

2

prim := 0

prim := prim + 1

prim < 6

No

msb := val

lsb := val

SEND

BROADCAST

DTR( 0x7F )

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY RGBWAF 

CONTROL

8

 

SEND

BROADCAST

DTR2( prim )
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