
SEQUENCE 12.2.1.1.9

testResetNoChange_RGBWAF

No

Yes

SEND

BROADCAST

DTR(9 + i )

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

answer = 0x80 + i ?

Error 21191, i

“text[i] Dimlevel incorrect 

stored !”

Return

SEND TWICE

BROADCAST

RESET

wait

(300 ms + Response time)

Reset DUT

i : = 0

No

Yes

SEND

BROADCAST

DTR(9 + i )

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

answer = 0x80 + i ?

Error 21193, i

“text[i] Dimlevel not 

preserved after RESET 

command !”

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR TYPE FEATURES

8

No

Yes

(answer and 0xE0) > 0 ?

Check if device is 

RGBWAF capable

SEND

BROADCAST

DTR2 ( 0x82 )

i = nrChan ?

i := i + 1

No

Yes

SEND

BROADCAST

DTR ( 0x80 )

SEND

BROADCAST

DTR1 ( 0x81 )

i text

0

1

2

3

Red

Green

Blue

White

4

5

Amber

Freecolour

SEND

BROADCAST

DTR ( 0x7F )

Set RGBWAF control 

to channel control

Set temporary RGB 

dimlevels

Set report WAF 

dimlevels

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY RGBWAF 

CONTROL

8

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY RGB DIMLEVEL

8

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY WAF DIMLEVEL

8

Read RGBWAF dimlevel after reset

Read RGBWAF dimlevel

nrChan := ((answer and 0xE0) >> 5)

control := 0

i := 0

SEND

BROADCAST

DTR2 ( 0x85 )

SEND

BROADCAST

DTR ( 0x83 )

SEND

BROADCAST

DTR1 ( 0x84 )

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE

8

No

Yes

SEND

BROADCAST

DTR(15)

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

answer = control ?

Error 21192

“RGBWAF control incorrect 

stored !”

Read RGBWAF control

No

Yes

SEND

BROADCAST

DTR(15)

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

answer = control ?

Error 21194

“RGBWAF control not 

preserved after RESET 

command !”

Read RGBWAF control after reset

i = nrChan ?
No

Yes

i := i + 1

control := control + (1 << i)

control := 0x40 or control
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