
Test 12.7.4.1.

SET TEMPORARY x-COORDINATE

SEND TWICE

BROADCAST

RESET

wait

(300 ms + Response time)

Reset DUT

i := 0

Yes

(answer and 0x1) = 1 ?Is DUT xy-capable ?
No

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY x-COORDINATE

8

SEND

BROADCAST

DTR( 192 )

val = expected ?

Test

done

Error 7411, i

"Temporary x-coordinate was not 

set correctly !"
No

Message 7411

"DUT is not capable to perform 

this test !"

EXECUTE SEQUENCE

Get16bitColourValue()

val

EXECUTE SEQUENCE

Set16bitValue(i)

expected := val

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR TYPE FEATURES

8

Yes

(answer and 0x1C) > 0 ?

Is DUT PrimaryN-capable ?

No

support := 0 support := 3

SEND

BROADCAST

DTR( 208 )

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

answer = 0 ?

Error 7412, i

"Temporary colour type was not 

set correctly when DUT is xy-

capable !"

No

0

Yes

support ?

0

3

answer = 3 ?

Error 7413, i

"Temporary colour type was not 

set correctly when DUT is 

PrimaryN-capable !"

No

Yes Yes

i ? 

i := 1

i := 128

i := 254

i := 255

1

128

254 otherwise

Read temporary x-coordinate

Read temporary colour type
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