
SEQUENCE 12.7.4.14.3.

Transition_To_Inactive_Test( )

Read colour type features

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR TYPE FEATURES

8

  Supp[0] := (answer and 0x1) > 0

  Supp[1] := (answer and 0x2 ) > 0  

  Supp[2] := (answer and 0x1C ) > 0

  Supp[3] := (answer and 0xE0 ) > 0

i := 0 ; j :=0; other:=0

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY RGBWAF 

CONTROL

8

SEND

BROADCAST

DTR( 0x3F + < Control( i ) > )

All output channels linked

Change the RGBWAF Control

i 0 1

Control 0 0x40

Type Channel Colour

j 0 1 2

Colour Type xy Tc Primary N

Supp

Supp[ j ] ?

j = 0 ? j = 1 ?No No

EXECUTE

SEQUENCE(12.7.4.5.1.)

GetMainPointxy( )

xMain [0..65535]

yMain [0..65535]

Yes

EXECUTE

SEQUENCE( 12.7.4.8.1) 

FindValidTcValue ( TcValue )

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY PRIMARY N 

DIMLEVEL

8

Yes

Yes

SEND TO DEVICE TYPE

BROADCAST

QUERY RGBWAF CONTROL

8 Check for 'linked’ channels

( answer and 0x3F ) > 0

No

Yes

j := j + 1 j > 2 ?No

No

Test

done

Error 741431

"Channels still linked after 

activating different 

colour type !"

Yes

j := j + 1

j > 2 ?

j := 0

i := i + 1

i > 1 ?

Yes

Yes

No

No

EXECUTE SEQUENCE 

SetSpecific16bitValue(61440)  

Yes

other:= 1

other = 0 ?No

Error 741432

"No other colour type supported!"

Yes

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE

8

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE

8

SEND

BROADCAST

DTR2( 0 )
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