
SEQUENCE 12.7.4.13.1.

CheckWAFFadingBehaviour( )

SEND TWICE

BROADCAST

RESET

Wait

( 300 ms + Response time )

Reset DUT

dimVal := 0xFD

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY RGBWAF 

CONTROL

8

SEND

BROADCAST

DTR( 0x78 )

Colour Control, and W,A and F 

are active; Do not mind the 

channel assignments

Change the RGBWAF Control

SEND

BROADCAST

DTR( dimVal )

SEND

BROADCAST

DTR1( dimVal )

SEND

BROADCAST

DTR2( dimVal )

SEND

BROADCAST

DTR ( 15 )

Set the fade time to maximum

dimVal := 0xF0

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY WAF DIMLEVEL

8 Set the WAF Dimlevel

SEND

BROADCAST

DTR( dimVal )

SEND

BROADCAST

DTR1( dimVal )

SEND

BROADCAST

DTR2( dimVal )

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY WAF DIMLEVEL

8 Set the WAF Dimlevel

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE

8

answer and 0x10 = 0x10 ?

SEND

BROADCAST

QUERY STATUS

Error 741311

"Fade is not running when fading 

to WAF DimLevel !"

No

Error 741312

"Fade is still running when DAPC 

(‘mask’) received !"

Test

done

Yes

Is the fading process running ?

answer and 0x10 = 0 ?

Yes

SEND

BROADCAST

QUERY STATUS

No

Stop fading

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE

8

SEND TWICE

BROADCAST

STORE DTR AS FADE TIME

SEND

BROADCAST

DAPC (255)
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