
SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR STATUS

8

Test 12.7.2.8.
Start Auto Calibration

Read colour status
SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR STATUS

8

Answer = xxxx01xxb ?

Yes

No

Auto calibration running ?

Error 7281, Answer
"QUERY COLOUR STATUS 

Unexpected colour status after 
start of Auto Calibration"

SEND TWICE
BROADCAST
RESET

wait
(300 ms + Response time)

Reset DUT

SEND TO DEVICE TYPE
BROADCAST
QUERY GEAR FEATURES / 
STATUS

Read gear features 8

features = x1xxxxxxb ?

Yes

Auto calibration supported ?

No

timeCount := timeCount + 1 

timeCount := 0

wait
10 seconds

( answer = xxxxx1xxb ) AND
( timeCount < 99 ) ? 

No

Read colour status

answer = xxxxx1xxb ? 

No

answer = xxxx1xxxb ?No

Yes

Yes

Error 7282
"QUERY COLOUR STATUS  

Auto Calibration runs longer than 
15 min (+10%) !"

Error 7283
"QUERY COLOUR STATUS 
Auto Calibration failed after 

<timeCount> seconds !"

SEND
SPECIAL COMMAND
TERMINATE

Terminate special processes

Test
done

Yes

Read colour status
SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR STATUS

8

Answer = xxxxx1xxb ?

Yes

No

Auto calibration running ?

SEND
SPECIAL COMMAND
TERMINATE

Read colour status
SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR STATUS

8

answer = xxxxx1xxb ? Yes

No

Auto calibration running ?

Error 7284
"QUERY COLOUR STATUS 

failure or Auto Calibration 
malfunctioning"

Terminate special processes

Error 7285
"QUERY COLOUR STATUS 
Auto Calibration running after 

TERMINATE !"

Error 7287
"Auto Calibration set succesful 

when Auto Calibration 
recovery not supported!"

UNS

UNS

Read colour status
SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR STATUS

8

Answer = xxxxx1xxb ? Yes

No

Auto calibration running ?

answer = xxxx1xxxb ?

No

Yes

Error 7288
"QUERY COLOUR STATUS 

Auto Calibration running when 
unsupported !"

Error 7289
"QUERY COLOUR STATUS 

Auto Calibration succesful when 
unsupported !" 

Auto Calibration ‘not 
supported’ in gear features

SEND TWICE TO DEVICE TYPE
BROADCAST
START AUTO CALIBRATION

8

SEND TWICE TO DEVICE TYPE
BROADCAST
START AUTO CALIBRATION

8

SEND TWICE TO DEVICE TYPE
BROADCAST
START AUTO CALIBRATION

8

SEND
SPECIAL COMMAND
TERMINATE

features := Answer

features = 1xxxxxxxxb? Yes

No

answer = xxxxx1xxxb?

answer = xxxxx0xxxb?

Yes

No

Yes

No

Error 7286
"Auto Calibration 

recovery not successful!"

Restore x, y and TY of each 
Primary N

Store x, y and TY of each Primary N
EXECUTE

SEQUENCE (12.2.1.1.11)
Save_PrimaryN ()

xPrimary[]
yPrimary[]
TYPrimary[]

EXECUTE
SEQUENCE (12.2.1.1.12)

Restore_PrimaryN (xPrimary, yPrimary, 
TYPrimary)

Restore x, y and TY of each 
Primary N

EXECUTE
SEQUENCE (12.2.1.1.12)

Restore_PrimaryN (xPrimary, yPrimary, 
TYPrimary)
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