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Set the proper bits to active and indicate
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Set the RGBWAF Control
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Set the RGBWAF Control

Set RGBWAF dimlevels for power on level

Set colour modes

dtr

63

127

NP |o|—

128

text

Red

Green

Blue

White

Amber

QBW[IN[F|O—:

Freecolour

Store POL and colour specifics

Perform power cycle

SEQUENCE 12.7.2.9.4.
testPowerOnBehaviour_RGBWAF

v

SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR TYPE FEATURES

nrChan := (answer and OxEO ) >> 5

SEND
BROADCAST
QUERY ACTUAL LEVEL

Error 72941, i
N "Wrong power on level after
power cycle I"

answer = storedPOL ?

vt
A 4

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR STATUS

Read colour status

Error 72942, i
N "Wrong colour type active after
power cycle ( non-RGBWAF ) !I"

Yest
Y
SEND
BROADCAST Report colour type
DTR( 240)
v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

Error 72943, i
"Wrong power on colour type

= ?
answer = 0x80 7 No after changing the power settings
p
ved
h 4
control := 0
j=0
g
SEND
BROADCAST Read RGBWAF dimlevel
DTR(9 +j)

v

SEND TO DEVICE TYPE
BROADCAST
QUERY COLOUR VALUE

[ee]

Error 72944, i, j

answer = (170 +1i) ? No "text[j] dimlevel incorrect after

power cycle !"
Yed
SEND
BROADCAST Read report RGBWAF dimlevel
DTR(233+j)

v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

i:=0
N
SEND
BROADCAST
DTR( dtr[i] )
SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY RGBWAF
CONTROL
SEND
BROADCAST
DTR(85 +i)
v
SEND
BROADCAST
DTR1(85+1i)
A 4
SEND
BROADCAST
DTR2(85+1i)
SEND TO DEVICE TYPE
8 BROADCAST
SET TEMPORARY RGB
DIMLEVEL
v
SEND TO DEVICE TYPE
8 BROADCAST
SET TEMPORARY WAF
DIMLEVEL
v
SEND TO DEVICE TYPE
8 |BROADCAST
ACTIVATE
SEND
BROADCAST
DTR( dtr[i] )
v
SEND TO DEVICE TYPE
BROADCAST
SET TEMPORARY RGBWAF
CONTROL
SEND
BROADCAST
DTR( 170 +1i)
v
SEND
BROADCAST
DTR1(170 +i)
v
SEND
BROADCAST
DTR2(170 +i)
A 4
SEND TO DEVICE TYPE
3 BROADCAST
SET TEMPORARY RGB
DIMLEVEL
v
SEND TO DEVICE TYPE
3 BROADCAST
SET TEMPORARY WAF
DIMLEVEL
v
SEND
BROADCAST
QUERY PHYSICAL MINIMUM LEVEL
v
PHM := answer
v
SEND
BROADCAST

QUERY POWER ON LEVEL

answer = 254 ?

Yes
Y

Error 72945, i, j
No "Report text[j] dimlevel incorrect
after power cycle !I"

answer = (170 +i) ?

ved
A 4
control := 1 << j + control

v

j=j+1
No
Yes
control := ( dtr[i] and 0xCO ) + control
SEND
BROADCAST Read RGBWAF control
DTR(15)

v

SEND TO DEVICE TYPE
8 |[BROADCAST
QUERY COLOUR VALUE

storedPOL := PHM

storedPOL := answer + 1

»
v

SEND
BROADCAST
DTR( storedPOL )

v

SEND TWICE
BROADCAST
STORE DTR AS POWER ON LEVEL

v

Switch Off
Mains power

v

wait
(5 seconds)

v

Switch On
Mains power

v

wait
(Preheat time + Response time + 600 ms)

Error 729486, i
answer = control ? No “RGBWAF control incorrect after
power cycle !
Y
e
SEND
BROADCAST Read report RGBWAF control
DTR(239)
v
SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE
Error 72947, i
answer = control ? No: “Report RGBWAF control

incorrect after power cycle !"

No

Yes

Return
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