
SEQUENCE 12.7.2.6.9.

testAutoActivate_Dapc0

SEND TWICE

BROADCAST

RESET

wait

(300ms  + Response time)

Read colour type features

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR TYPE FEATURES

8

  supp[0]  := (answer and 0x1) > 0

  supp[1]  := (answer and 0x2) > 0  

  supp[2]  := (answer and 0x1C) > 0

  supp[3]  := (answer and 0xE0) > 0

Store supported colour types

SEND

BROADCAST

DAPC(0)

Send DIRECT ARC POWER 

CONTROL (0)

wait

Response time

SEND

BROADCAST

QUERY STATUS

Read STATUS

answer = 

xxxxx1xxb ?

Error 72691

"DUT is not 

switched off!" 

Yes

No

SEND

BROADCAST

QUERY ACTUAL LEVEL

Read ACTUAL LEVEL

answer = 0 ?

Error 72692

"ACTUAL LEVEL is 

not 0!" 

No

Yes

wait

(Preheat time 

+ Response time)

Switch DUT on again 

for next test

SEND

BROADCAST

RECALL MAX LEVEL

val := 128

col := 0

auto := 1

supp[col] ?

Set some temporaries

col := col + 1

col > 3 ?

Return

Yes

No

No

Yes

SEND

BROADCAST

DTR ( 208 )  

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

auto = 0 ?

Error 72693

"Temporaries reset 

without auto activate!" 

Yes

Answer = MASK ?

Error 72694

"Temporaries not reset 

with auto activate!" 

No

Yes

Yes

EXECUTE 

SEQUENCE(12.7.2.6.22.)

ToggleAutoActivation( auto)

auto

auto = 1
No

Yes

Read Temporary Colour Type

EXECUTE 

SEQUENCE(12.7.2.11.1)

SetTemporaries( col, val)

Answer /= MASK ? No

Yes
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