
Test 12.7.2.7.

ASSIGN COLOUR TO LINKED CHANNEL

SEND TWICE

BROADCAST

RESET

wait

(300 ms + Response time)

Reset DUT

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR TYPE FEATURES

Read colour type features8

(answer and 0xE0) > 0 ?

Yes

No
Message 7271

"DUT is not RGBWAF capable !"

nrChan :=  ((answer and 0xE0)>>5)

i := 0

j := 0

SEND

SPECIAL COMMAND

DTR( 1 << i )

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY RGBWAF 

CONTROL

8

SEND

SPECIAL COMMAND

DTR( j )

SEND TO DEVICE TYPE

BROADCAST

QUERY ASSIGNED COLOUR

j >= 1 and j <= 6

and answer /= j ? 

No

Yes

Error 7272, i, j

"QUERY ASSIGNED COLOUR  

did not return correct colour for 

linked channel !"

8

j ?  

otherwise

i := i + 1

j := 0

i = nrChan ?  

Yes

Test

done

0 .. 6

Set the correct bits for the channel activation

and activate colour control

Check all different colour assignments

SEND TWICE TO DEVICE TYPE

BROADCAST

ASSIGN COLOUR TO LINKED CHANNEL

8

j = 0

and answer /= 0 ?

No

Yes

Error 7271, i, j

"QUERY ASSIGNED COLOUR  

did not return no colour for linked 

channel !"

j > 6 

and answer /= 6 ? 

No

Yes

Error 7273, i, j

"QUERY ASSIGNED COLOUR  

did not ignore illegal colour 

assignment!"

SEND

SPECIAL COMMAND

DTR( 207 )

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

answer =  ‘MASK’ ?

Yes

No

Error 7274, i, j

"Temporary RGBWAF control 

incorrectly set after assigning 

colour to linked channel !"

SEND

SPECIAL COMMAND

DTR( 208 )

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

answer =  ‘MASK’ ?

Yes

No

Error 7275, i, j

"Temporary colour type 

incorrectly set after assigning 

colour to linked channel !"

Read temporary RGBWAF Control

Read temporary colour type

SEND

SPECIAL COMMAND

DTR( 15 )

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

answer = control ?

Yes

No

Error 7276, i, j

"RGBWAF control changed after 

assigning colour to linked 

channel!"

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR STATUS

8

answer =  0x80 ?

Yes

No

Error 7277, i, j

"Colour type not RGBWAF after 

assigning colour to linked 

channel!"

Read RGBWAF Control

SEND

SPECIAL COMMAND

DTR(15)

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR VALUE

8

Store RGBWAF control

j := j + 1

7

j := 255

No

control := answer

SEND

SPECIAL COMMAND

DTR( i )
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