
(answer and 0xE2) = 0 ? (answer and 0xD1) = 0 ? (answer and 0xB3) = 0 ? (answer and 0x73) = 0 ?

Test 12.7.4.3.

ACTIVATE

SEND TWICE

BROADCAST

RESET

wait

(300 ms + Response time)

Reset DUT

Read colour 

type features

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR TYPE FEATURES

8

  Supp[xy] := (answer and 0x1) > 0

  Supp[Tc]  := (answer and 0x2) > 0

  Supp[Prim]  := (answer and 0x1C) > 0

  Supp[RGB] := (answer and 0xE0 ) > 0

  i := 0

Store supported 

colour types

`

Test

done

Yes

i := i + 1i > 3 ?

No

EXECUTE SEQUENCE 

Set16bitValue(128)  

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE
8

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY X 

COORDINATE

8

i ?

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY COLOUR 

TEMPERATURE Tc

8

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY 

PRIMARY N DIMLEVEL

8

SEND TO DEVICE TYPE

BROADCAST

SET TEMPORARY RGB 

DIMLEVEL

8

0

1

2

Otherwise

Supp[i] ?

startStatus := answer

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR 

STATUS

8

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR 

STATUS

8 No

Yes

No

i ?

0 1 2 Otherwise

startStatus = answer ?

Error 74301, i

“Colour status changed 

for unsupported colour 

type!”

Error 74302, i

“Bit in [1, 5, 6, 7] 

not reset for xy 

mode!”

Error 74303, i

“Bit in [0, 4, 6, 7] 

not reset for Tc 

mode!”

Error 74304, i

“Bit in [0, 1, 4, 5, 7] 

not reset for 

Primary N mode!”

Error 74305, i

“Bit in [0, 1, 4, 5, 6] 

not reset for 

RGBWAF mode!”

No No No No

(answer and 0x10) /= 0 ? (answer and 0x20) /= 0 ? (answer and 0x40) /= 0 ? (answer and 0x80) /= 0 ?

Error 74306, i

“Bit 4 not set for 

xy mode!”

Error 74307, i

“Bit 5 not set for 

Tc mode!”

Error 74308, i

“Bit 6 not set for 

Primary N mode!”

Error 74309, i

“Bit 7 not set for 

RGBWAF mode!”

No No No No

Yes Yes YesYes

Yes
Yes Yes Yes

Yes

SEND

BROADCAST

DTR ( 15 ) 

SEND

BROADCAST

DTR ( 208 ) 

This table is filled dynamically. 

It will hold the supported colour types 

i Supp Type

0 xy

1 Tc

2 Primary N

3 RGBWAF

Temporary 

colour type

SEND

BROADCAST

DTR ( 0 ) 

val = 255 ?

Error 743010, i

„Temporary colour 

setting not reset 

to “MASK”!„

No

Yes

SEND TO DEVICE TYPE

BROADCAST

ACTIVATE
8

SEND TWICE

BROADCAST

STORE DTR AS FADE TIME

(answer and 0x10) = 0 ?

SEND 

BROADCAST

QUERY STATUS

Error 743011, i

“Fade initially 

running!”

No

Yes

(answer and 0x10) = 0 ?

SEND 

BROADCAST

QUERY STATUS

Error 743012, i

“Fade not running 

after activate!”

Yes

No

SEND 

BROADCAST

DAPC(255)

(answer and 0x10) = 0 ?

SEND 

BROADCAST

QUERY STATUS

Error 743013, i

„Fade not stopped 

after 

DAPC(“MASK”)!‟

No

Yes

SEND TWICE

BROADCAST

STORE DTR AS FADE TIME

SEND TO DEVICE TYPE

BROADCAST

QUERY COLOUR STATUS
8
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