Find a valid point in Tc-range, in between

coolest and warmest

Read Tc physical coolest

Set actual colour to Tc
physical coolest

Store SFL and colour specifics

Trigger system failure

SEQUENCE 12.7.2.10.2.
testSystemFailureBehaviour_Tc

Y

EXECUTE
SEQUENCE( 12.7.4.8.1)
FindValidTcValue()

TcValue
SEND
SPECIAL COMMAND
DTR(129)

Y

SEND TO DEVICE TYPE

BROADCAST
QUERY COLOUR VALUE
EXECUTE SEQUENCE
Getl6bitValue()
coolest :=val
A4
coolest
EXECUTE SEQUENCE
SetSpecific16bitValue()

Y

SEND TO DEVICE TYPE
BROADCAST

SET TEMPORARY COLOUR
TEMPERATURE Tc

Y

SEND TO DEVICE TYPE
BROADCAST
ACTIVATE

v

EXECUTE SEQUENCE
SetSpecific16bitValue( TcValue )

Y

SEND TO DEVICE TYPE
BROADCAST

SET TEMPORARY COLOUR
TEMPERATURE Tc

SEND
BROADCAST
QUERY PHYSICAL MINIMUM LEVEL

Y

PHM := answer

Y

SEND
BROADCAST

QUERY SYSTEM FAILURE LEVEL

answer = 254 ?

Yes
Y

storedSFL := PHM

storedSFL := answer + 1

A

SEND
BROADCAST
QUERY ACTUAL LEVEL

answer = storedSFL ?

Error 721021
"Wrong actual level after system
failure cycle !"

Yes +<

SEND TO DEVICE TYPE
8 [BROADCAST
QUERY COLOUR STATUS

Read colour status

answer = XX1IXXXXX ?

Error 721022
"Wrong colour type active after
system failure cycle( non-Tc ) !"

Yes |4
v
SEND
BROADCAST
DTR(240)

v

SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE

answer = 0x20 ?

Read report colour
type

Error 721023
"Wrong system failure colour
type after changing the colour

settings!"
Yesv<
SEND
BROADCAST Read Tc Value
DTR(2)
A
SEND TO DEVICE TYPE
8 |BROADCAST
QUERY COLOUR VALUE
A
EXECUTE SEQUENCE
Getl6bitValue()
val
Error 72924

val = TcValue ?

“Colour Temperature Tc incorrect
after system failure cycle!”

SEND
BROADCAST
DTR(226)

y

SEND TO DEVICE TYPE
8 |[BROADCAST
QUERY COLOUR VALUE

J
Y

SEND
BROADCAST

DTR( storedSFL )

SEND TWICE

BROADCAST

STORE DTR AS SYSTEM FAILURE

LEVEL

Disconnect
Digital Addressable Lighting Interface
data wire

Y

wait
(1 second)

Y

Reconnect
Digital Addressable Lighting Interface
data wire

EXECUTE SEQUENCE
Getl6bitValue()

val

Read report Tc Value

val = TcValue ?

Error 72925
“Report Colour Temperature Tc
incorrect after system failure
cycle!”

EXECUTE SEQUENCE
SetSpecific16bitValue( TcValue )

v

SEND TO DEVICE TYPE
BROADCAST

SET TEMPORARY COLOUR
TEMPERATURE Tc

v

SEND TO DEVICE TYPE
8 |BROADCAST
ACTIVATE

A

Return TcValue

Go to Tc Value
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