HIERONYMUS MACHINE MANUAL (Ver. 1.8)

~ Operating Instructions and Course ~

By Bill Jensen

wdjensen123@hotmail.com
www.wdjensen123.com/hieronymus/Plans.htm
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The historical information contained in this manual is a compilation of original documents, diagrams, handwritten materials, audio interviews, photos, patents, and instruments collected from the rare original materials of Dr. Thomas Galen Hieronymus.

This is an experimental instrument and instructions, which make no claim of effectiveness or suitability for any purpose.  It is intended to be a historically accurate instrument and resource of the research of Dr. Hieronymus, so that you can try your hand at replicating these experiments. I assume no liability for the use of my Hieronymus machine reproductions, or information that is distributed by myself.

It is not intended that this instrument be used in violation of any Federal or State law that applies.  Not to supercede proven conventional medical modalities of treatment.

INTRODUCTION

What does this machine do?

Overview:

The Medical Analyzer of Dr. Thomas Galen Hieronymus is a 1949 U.S. patented machine that manipulates an unknown type of energy, which Hieronymus called Eloptic Energy.  He found that all things emanate this energy, including living plants, animals, microorganisms, viruses, and inorganic materials.  The Medical Analyzer is most often used to Analyze and Treat plants, humans, animals, livestock, pests, bacteria, and viruses.  He found that the actual patient, or a representation of the patient, could be used in the machine. He called this sample representation a Witness.  Also, the patient did not need to be present in order to be affected by the machine.

Analysis function:


Patient diagnosis for the underlying problems

Determining if something is beneficial or harmful to a patient

Determine what method of treatment is best suited for a patient

Treatment function:


Healing of patients 


General Anapathic healing


Specific targeted healing with rates or reagents

Creation and intensification of reagents and Homeopathic Reagents

Elimination of pests

Energize foods

Transmit real medicines / pills / herbs or reagents to patient

Vitalize seeds

Rid weeds and pests

Change the weather

Fertilize and vitalize the soil

Rid poisons and chemicals

Controversial Uses:

Manifestation, questions

Tracking astronauts

Life on other planets

Superluminal communication

Chakras, spiritual, acupuncture points, metaphysical, mind expansion


Find missing persons

Finding objects or materials like gold

How do I learn to operate it?

This Manual has been organized in 5 lessons or Course Levels.  Each Course Level builds on your mastery of the previous level  

Course Level 1 

No stick reaction needed: general treatment on rates, homeopathic, anapathic. Immediate operation of the machine.

Course Level 2 

Stick reaction needed: Diagnosis leading to specific treatments

Course Level 3 

Thought projection needed: Getting special answers and treatment rates

Course Level 4 

Controversial procedures:  from finding missing persons to superluminal communication.

Appendix 

Different Hieronymus Machines, Conductors and Insulators, and Optional Attachments

COURSE LEVEL 1

No stick reaction needed. 

Care of the Machine

· Only 1 person should use your machine as a rule of thumb.  If another person has used your machine, neutralize it by turning on the machine and flipping the Neutralize button down to “N” for 20 seconds.  Return the switch to the up position, and turn off the machine.  Alternatively, you can wave a magnet over the stick pad to neutralize just the stick pad.

· Keep the machine clean with mild pure soap (like Ivory soap) and water rinse.  Dry with tissues (no lotion).  Be sure to keep the stick pad and interior of the well clean in this way.  Do not use alcohols or stronger cleaning chemicals.

· Never place any poison or toxic substances directly in the well.  It may irreversibly taint your machine.  

Types of Witnesses

· Witnesses are used in the Well.  They serve to represent the patient, and allow their energy to course through the machine in order to perform a function.

· The simplest method of allowing a patient’s energy to enter the machine is to connect the patient directly to the machine.  In this case, there is no witness needed, and the well is not used.  Although not supplied with my machine, you can purchase a pair of electrodes at an additional cost.  The patient holds the end of each of the 2 wires, one in each hand.  The other end of the wires connect by a banana jack to the two input terminals on the left of the machine.

· Here are some different types of witnesses.

· A witness in a vial to be placed in the well.  Vials should be Pyrex or boro-silicate glass with plastic screw tops that seal and don’t leak.  

· A neutralized Q-tip with a very little dried sputum from the patient’s inside cheek. Place the Q-tip in a neutralized vial and screw down the top.

· A group of hairs cut with clean scissors.  Twenty 1” hairs should be sufficient, and sealed in a vial.

· Fingernail clippings sealed in a vial.

· A drop of blood sealed in a vial.

· Leaves of a plant sealed in a vial.

· Bodies of living pests sealed in a vial.

· A neutralized piece of white paper with the patient’s signature or writing.  You can safely have the patient place the paper in the well with their fingers.  Otherwise, use neutralized and clean tweezers.

· A photograph of the patient.  Cut out just the patient’s image if it is a busy photograph.

· A color or black and white print can be the witness to place in the well, rolled or folded image side out.  The negative to the image must not be destroyed or enclosed in a metal or plastic box.  Wood and cardboard are fine.  The special storage requirements of the negative may not be a requirement.  If the patient is a field of plants, an aerial photographic view is highly recommended.

· A Polaroid photograph in its entirety is rolled face out and placed in the well.  You may need to cut out just the patient in the photo, but be sure not to separate the 2 layers of the Polaroid since the black backing is the negative adhered to the positive image on the front.

· Advanced photographic witnesses that seem to work: (non-Hieronymus)

· Digital inkjet or laser print of the patient subject

· Google map printouts

· Google aerial view printouts

Preparing and Handling Witnesses

· Don’t leave fingerprints or microscopic sweat on and samples, vials, or the part of tools that touch the witness.  Don’t use fingers!

· Use tools to handle witnesses such as tweezers, Kleenex without additives such as lotion, scissors, etc.

· Use clean glass vials and screw tops to hold items like Q-tips, hair, drop of blood, clippings, leaves, etc. Use mild soap and water and rinse to clean the tubes if necessary.

· Neutralize all tools, test tubes, things that touch the witness, before using them.  To Neutralize an object, follow this procedure:

· Use a clean tissue or tweezers to transfer object(s) to be neutralized into the well.  

· Turn on the machine

· Flip the Neutralize button located below the well from its normal up position, to the down “N”eutralize position for 20 seconds.

· Flip the Neutralize button back up for normal operation of the machine.

· Turn off the machine

· Remove the object(s) from the well with a clean tissue or tweezers, and set aside on a clean tissue for future use.

· Once the witness has been prepared, keep it from strong light (sunlight or powerful fluorescent lights), magnetic fields from electronic devices (one foot is plenty), the stick plate (unless the procedure commands it), fingerprints, and other contamination.  If you follow these instructions, the witness will be good for years.

· Only use one witness in your well at a time.

Generalized treatment of all conditions at once (dials 0,0 or 0,100)

This is a rigorous treatment for all diseases at once.  The symptoms may aggravate for a day as the patient’s systems detoxify, fight diseases, and begins to heal.  In general, it is not necessary to leave the treatment on for more than an hour at most.

From the patient back to the patient, connected to the machine

1. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

2. Connect a red Input wire to the patient’s left hand (not supplied)

3. Connect a red Output wire to the patient’s right hand (not supplied)

4. Turn on the machine for 5 minutes 

From a witness back to the patient, connected to the machine

1. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

2. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

3. Place a witness of the patient in the well.

4. Connect a one or two Output wires to the patient’s hand(s) (not supplied)

5. Turn on the machine for 5 minutes

From a witness to a remote patient (Broadcasting)

1. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

2. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

3. Place a witness of the patient in the well.

4. Keep the stick pad clear since it’s coil will be used to broadcast.

5. Turn on the machine for 5 minutes 

From the patient to an ingestible potion (Anapathic)

1. Neutralize a vial of distilled water.

2. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

3. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

4. Place a witness of the patient in the well or connect one or two Input wires to the patient’s hands (not supplied)

5. Place the cleared vial of water on the stick pad.

6. Turn on the machine for 5 minutes

7. The vial is now a general healing potion to be ingested, or transmitted as shown in the next procedure

From a potion to a remote patient

1. Create an ingestible potion in the procedure above

2. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

3. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

4. Place the patient’s potion in the well.

5. Keep the stick pad clear since it’s coil will be used to broadcast.

6. Turn on the machine for 5 minutes 

Energy from a vital young person to patient (vitality transfusion)

1. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

2. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

3. Connect two Input wires (not supplied) a young child’s hands.  They will not be harmed in any way, or drained of energy. 

4. Connect two Output wires  (not supplied) to the patient’s hands. 

5. Turn on the machine for 5 minutes 

Energy from a vital young person to an ingestible potion

1. Neutralize a vial of distilled water that will become the potion.

2. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

3. Connect two Input wires (not supplied) a young child’s hands.  They will not be harmed in any way, or drained of energy. 

4. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

5. Place the cleared vial on the stick pad. 

6. Turn on the machine for 20 seconds 

7. Have the patient ingest the potion.

Energy from a vital young person to a remote patient

1. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

2. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

3. Connect two Input wires (not supplied) a young child’s hands.  They will not be harmed in any way, or drained of energy. 

4. Keep the stick pad clear since it’s coil will be used to broadcast.

5. Turn on the machine for 5 minutes 

Specific treatment of a known patient malady (rate from books)

Left dial is Condition in the patient, and the Right dial is the Location in the patient. It is not necessary to leave the treatment on for more than an hour.

From the patient back to the patient, connected to the machine

1. Look up a particular treatment rate in the Eloptic Medical Directory.

2. Set the rate dials to this rate.

3. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

4. Connect a red Input wire to the patient’s left hand (not supplied)

5. Connect a red Output wire to the patient’s right hand (not supplied)

6. Turn on the machine for 5 minutes 

From a witness back to the patient, connected to the machine

1. Create a witness of the patient and place it in the well.

2. Look up a particular treatment rate in the Eloptic Medical Directory.

3. Set the rate dials to this rate.

4. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

5. Connect two Output wires to the patient’s hands (not supplied)

6. Turn on the machine for 5 minutes 

From a witness to a remote patient (Broadcasting)

1. Create a witness of the patient and place it in the well.

2. Look up a particular treatment rate in the Eloptic Medical Directory.

3. Set the rate dials to this rate.

4. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

5. Keep the stick pad clear since it’s coil will be used to broadcast.

6. Turn on the machine for 5 minutes 

Make, duplicate, combine, and intensify Reagents of all types

Reagents are as diverse as commercial homeopathic solutions, herbs, colors, crystals, sound, gems, flower essences, etc. 

Make a reagent from rate in the Hieronymus Homeopathy book.  No chemical materials needed. 

1. Use clean tools and clean vials with stoppers

2. Put some distilled (not de-ionized) water in the vial and neutralize it

3. Look up the rate for a reagent, herb, color, crystal, gem, or flower essence to create, and set the rate dials.

4. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

5. Leave the well empty. Place the vial on the stick pad.

6. Turn on the machine for 20 seconds, then turn it off. Charging.

7. Remove created reagent from the stick pad with a clean tissue.

8. Store reagents the same as if it was a witness.  It will be good for years.

Make reagents from actual chemicals, substances, and sources.  

1. Use clean tools and clean vials with stoppers

2. Put some distilled (not de-ionized) water in the vial and neutralize it

3. Add a few drops of the chemical reagent into the vial of water, using tissues to handle the vial and stopper

4. Store reagents the same as if it was a witness.  It will be good for years.

Duplicating a reagent into a vial of water (1C). No percussing is necessary.

1. Neutralize a vial of distilled water in the well for 20 seconds.

2. Place this vial (the duplicate to be made) on the stick pad

3. Place the master reagent vial in the well.

4. Set the rate dials to 0-0 (or 0-100).

5. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

6. Turn on the power for 20 seconds, and then turn it off. Charging.

7. The vial on the stick pad is now a duplicate of the master vial.

Combining multiple reagents into one vial of water. No percussing.

1. Neutralize a vial of distilled water in the well for 20 seconds.

2. Place this vial (the combination to be made) on the stick pad

3. Place the master reagent vials (as many as you want) in the well.

4. Set the rate dials to 0-0 (or 0-100).

5. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

6. Turn on the power for 20 seconds, and then turn it off.

7. The vial on the stick pad is now a combination of the master reagents.

Intensifying reagents (Aqua Potentia process) into a vial of water (2C, 3C, 4C, etc). No percussion is necessary.

1. Duplicate your master reagent as described above. Call it vial 1 (2C).

2. Set the rate dials to 0-0 (or 0-100).

3. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

4. Neutralize a vial of distilled water in the well for 20 seconds. Called vial 2.

5. Place this vial 2 (the intensification to be made) on the stick pad

6. Place the master reagent vial 1 in the well.

7. Turn on the power for 20 seconds, and then turn it off. Charging.

8. The vial on the stick pad is now a 3C intensification of the master vial.

9. Remove the vials from the machine.

10. Neutralize vial 1 (2C) so it gets erased and we can intensify again.

11. Put 3C vial 2 in the well, and 2C vial 1 (now erased) on the stick pad.

12. Turn on the power for 20 seconds, and then turn it off. Charging.

13. The vial on the stick pad is now 4C. For each time you repeat the steps 10-12, you increase the output vial another C.

Transmit the effect of Reagents, real medicines, and pills, to a patient

1. Create a witness of the patient and place it in the well.

2. Gather your reagents, medicines, pills, etc. and place also in the well.

3. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

4. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

5. Keep the stick pad clear since it’s coil will be used to broadcast.

6. Turn on the machine for 20 minutes 

Vitalize seeds to boost growth

1. Neutralize a vial for the seeds.  We will call it the seed vial.

2. Neutralize a vial of distilled water, which we will call the energy vial 

3. Obtain some seeds of a particular type you want to energize and grow.

4. Select 10 of the biggest and healthiest looking seeds and place them in the seed vial.

5. Put the seed vial in the well. 

6. Put the energy vial on the stick plate.

7. Set the rate dials to 0-0 (or 0-100), which removes any Eloptic energy filtering.

8. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

9. Turn on the machine for 20 seconds

10. You can follow the procedure for intensifying this energy vial reagent at this point.

11. Place the final energy vial in the well.

12. In a neutralized glass beaker, place a batch of all the seeds on the stick plate.

13. Turn on the machine for 5 minutes 

14. Plant the energized seeds.

Rid weeds and pests using a Hieronymus reagent

1. Create a witness for the weed or pest.  It can be an aerial photograph or a sample.

2. Obtain a reagent that is detrimental to the witness, from the Cosmiculture Manual. Never use poisons in the machine

3. Place the witness and the reagent into the well

4. Set the rate dials to 0-0 (or 0-100) which removes any Eloptic energy filtering

5. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

6. Turn on the machine for 20 minutes 

Rid weeds and pests using a Hieronymus rate

1. Create a witness for the weed or pest.  It can be an aerial photograph or a sample.

2. Obtain a reagent rate that is detrimental to the witness, from the Cosmiculture Manual. Never use poisons in the machine!  

3. Place the witness and the reagent into the well

4. Set the rate dials to the rate you found.

5. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

6. Turn on the machine for 20 minutes 

Changing the weather

1. Create a witness for the area.  It should be an aerial photograph.

2. Obtain a weather rate from the Cosmiculture Manual.

3. Place the witness into the well

4. Set the rate dials to the rate you found.

5. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

6. Turn on the machine for 20 minutes 

Fertilize, balance, and rid toxins from the soil using a reagent

7. Create a witness for the field.  It should be an aerial photograph.

8. Obtain a reagent that is beneficial to the soil, from the Cosmiculture Manual. 

9. Place the witness and the reagent into the well

10. Set the rate dials to 0-0 (or 0-100) which removes any Eloptic energy filtering

11. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

12. Turn on the machine for 20 minutes 

Fertilize, balance, and rid toxins from the soil using a rate

1. Create a witness for the field.  It should be an aerial photograph.

2. Obtain a reagent rate that is beneficial to the soil, from the Cosmiculture Manual. 

3. Place the witness into the well

4. Set the rate dials to the rate you found.

5. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

6. Turn on the machine for 20 minutes 

Energize foods with a rate

1. Neutralize a glass container for the food.

2. Place the food in this container.

3. Look up a particular energy rate in the Eloptic Medical Directory.

4. Set the rate dials to this rate.

5. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

6. Place the food on the stick plate.

7. Turn on the machine for 5 minutes 

8. The food is ready to eat.

Energize foods with a reagent

1. Neutralize a glass container for the food.

2. Place the food in this container.

3. Place the reagent in the well.

4. Set the rate dials to 0-0 (or 0-100) which removes any Eloptic energy filtering

5. Set the intensity knob to 0. (Signal not attenuated for powerful treatment)

6. Place the food on the stick plate.

7. Turn on the machine for 5 minutes

8. The food is ready to eat

COURSE LEVEL 2

Stick reaction needed: Diagnosis leading to specific treatments.

Dos and Don’ts: (synopsis of Hieronymus and others)


Do work by incandescent lighting. (Filament light bulbs)

Do work by candlelight if you want to impress your friends.


Do wash your hands with mild soap (no additives) and water rinse


Do wash the stick plate with mild soap and water rinse if necessary.


Do apply to fingers if necessary:



Sparse cornstarch or talcum powder to make fingers less sticky.



Sparse rosin to make fingers stickier.


Do face any compass direction. North, south, east, or west, all work fine.


Do analysis (stick reaction) with either power on or off


Do use the neutralize button (clears well, circuits, and plate) after each use


Do swirl your fingers about 2 times a second, in a3” oval pattern.


Do keep the temperature around 72 degrees F.


Do not let direct sunlight fall on your work area


Do not work under fluorescent lighting, especially long tubes


Do not wash your hands with strong solutions


Do not apply bleach to your fingers, ruins them for many days


Do not clean the stick plate with alcohol, ammonia, or chemicals


Do not apply floor wax to the stick plate


Do not work if you are sick (difficult to get stick reactions)


Do not apply poisons to stick plate or any part of the machine


Do not wire yourself up to the inputs while trying to get a stick reaction

Different modes of stick reactions:  

· This instrument is designed so that when the intensity dial is at Zero, there is Zero resistance in the rate dials circuit.  This is different than the wiring of the Kelly, Mattioda, and possibly other modern instruments.  I have wired it this way to remain historically accurate to all the Hieronymus instruments I have had.  This wiring is found in the Pathoclast machine ca 1945 that Hieronymus wired up with his first tube Eloptic amplifier.  This wiring is also found in the Atomic Analyzer (the machine that was patented in 1949).  The wiring is also found in both 1986 Eloptic Medical Analyzers that I have had.  There was no Hieronymus machine that I analyzed that was wired any other way.

· The conventional mode of stick reaction is that when the Intensity is set at Zero (fully counter-clockwise), you will Not have an immediate stick reaction for the 2 dial  rate you have set. (for example, general vitality at 9-49).  As you increase the intensity while rubbing the stick plate, there will be a point where the stick reaction will come in.  That is the proper intensity to record for this rate.  This mode of behavior follows the convention of modern instruments.

· There is some indication in the Hieronymus information that the opposite mode of stick reaction will happen.  You get a stick at Zero intensity, and when you increase the intensity, there will be a point where the stick goes away.  It seems that a change in stick behavior is what is important.  A similar thing is reported in using the pendulum over the stick pad.  The pendulum will change the direction of rotation at the point where the stick changes. You need to program the pendulum to go clockwise or counter clockwise for a stick reaction. More about this later.

Determine your personal mode of stick reaction:  

First you need to determine which mode of operation of the stick reaction is working for you.  Follow this procedure with the instrument.  If you are unsure, or in a rush, you can assume the more popular mode of stick reaction illustrated in step 9 below, and skip this procedure.

1. Open your machine. When not in use the rate knobs should be set for 0-0 or 0-100.  The intensity should be fully counter clock-wise to Zero.  The Neutralize button should be up (not neutralizing).  The power switch should be down (power off). The power transformer should be disconnected. There should be nothing in your clean well.

2. Plug your power supply into the wall, and the machine.  Turn on the power switch.  It is not necessary to actually power up the machine to get a stick reaction, but I do it anyway.

3. Set the rate dials for 9-49.  This means 9 on the left dial, 49 on the right dial.  With this rate you will be testing the general vitality (life force) of a subject in the witness.

4. Get a piece of white paper about 1” by 3” that will be your witness later on.  Insert it in the well.

5. Flip the neutralize button down (towards the ‘N’) for 20 seconds, and then back up. This neutralizes the whole machine and witness paper from any previous use or contact.  Waving a magnet over the well, stick plate, and machine is a primitive way of doing the same thing.

6. Remove the paper from the well, write your name on the paper, and place it back in the well. That paper is your personal witness.  It can be destroyed if it is neutralized.  If you use a witness for another person, make sure you handle your sample correctly as described in Course 1.

7. Swirl your right finger pads on the stick pad in a 3” oval, about 2 times a second.

8. Practice with different pressures of you fingers on the pad.  Sense what it is like to have you fingers stick to the pad, and slide on the pad. 

9. Are you getting NO stick at zero intensity? This is the first more common mode. Use you left hand to slowly rotate the Intensity knob clockwise while you are rubbing to see if there is a point that the plate becomes sticky to verify it.  Otherwise try step 10 below.

10. Are you getting a stick at zero intensity? This is the second less common mode.  Use you left hand to slowly rotate the Intensity knob clockwise while you are rubbing to see if there is a point that the stick goes away to verify it.

11. Decide which mode is working for you and remember it.  If you are not sure about what the stick reaction feels like, read the next sections.  It takes practice.  About 20% of people get it right away.  60% need lots of practice or instruction, and 20% don’t get it at this point, but even years later it may come in.  Restore the machine to step 1 when you are done.

Stick method 1 from the Hieronymus Eloptic Medical Directory, ca 1970

Place your right hand on the stick plate.  The tips of your four fingers and part of your palm should be used. Move your hand in a circular clockwise motion.  

If your fingers are sticking all the time, try some talcum powder.  Put a little bit of powder on another smooth surface, then place you right hand on the powder to make you hand move more smoothly.  After getting a little bit of the powder on your fingers and upper palm, wipe both hands together so that only a very little powder will remain.  Then try the stick plate again.  You should not have so much powder that it smears on the stick plate.

You should practice the reaction with the general vitality 9-49 with a witness of yourself in the well.  You should not get a stick at zero intensity, but at some higher number it should come in.  (Note the section above on other personal modes of stick reaction that can occur).

It has been noted that as the years have progressed, the readings on the intensity dial are increasing for the same measurement.  Hieronymus attributed this effect to the rise of energies in the air such as nuclear tests, radio waves, radar, and microwaves that are also on the rise over the years.

Practice is the keynote of becoming a good operator of the instrument.  Do not intentionally affect the instrument with your mind, as it is not a psychic generator (Note: modern studies suggest that it can be, and is detailed in Course level 3).

Stick Method 2 from the Hieronymus sanctioned Pathoclast Manual, ca 1940


Do not expect to master the stick reaction in a few minutes.  Keep the stick pad clean by rubbing with a clean towel. You want your fingers to have just the right amount of baseline stick.  Not completely stuck and not too smooth all the time.  Just smooth enough that when the energy come through the stick pad, you fingers are ready to respond to the stickiness that develops.  In some cases, the stick is so strong that the pad could move if it is not solidly mounted.


Your hand must be clean, dry, and free from all oily or sticky substances.  Before rubbing the plate, touch the tip of your finger in a tiny bit of Rosin. (To make it stick more).  If you use too much, it will defeat the purpose and you will be too sticky.  Do not use more unless you wash your hands.  A little bit is plenty.


If the plate is cold you will have a harder time to get a stick reaction.  Warm it ever so slightly if the stick plate is too cold.  Too much heat will spoil your reactions.


Place the palm of your right hand on the plate and make continuous circular counter clockwise motions.  Stroking does not work as well.  


Apply a good firm pressure down with your hand until it is hard to move.  This is what a stick feels like.  Slowly release the pressure till the stick goes away and it is smooth again.  This is how hard you need to be pressing.  Practice at least a dozen times, increasing and decreasing the pressure so you get the feel of a stick reaction.  Keep the same motion, downward pressure, and rotational speed.


When you are ready to practice on a real sample, put it in the well.  Set the rate dials to 9-49.  Start your intensity at a high value (seven rotations = 700).  While rubbing the plate with your right hand, and rotate the intensity counter clockwise gradually but fairly quickly.  If you move too slowly, your reactions will be blurred.  Stop when your hand sticks. (Note the section above on other personal modes of stick reaction that can occur).  At that point on the intensity dial, an added pull on the hand will be felt.  You should be expecting it, and when you do, do not question but accept it.  When you get the stick, your hand will move haltingly, markedly slowed, or you will have to exert more force to keep it moving.


Once you stick, stop and record the number.  Repeat the process again and note the stick should occur at about the same intensity reading.  Practice this time and again.  Don’t try any stunts like doing it with your eyes closed or looking away until you are absolutely sure about yourself.  


You will notice that as you work with a sample, the intensity dial will read a bit higher on all stick reactions as you go.  If you stop for a minute, and start over, it will be back to normal.  We do not know why this occurs.
Stick Method 3 from a modern course, ca. 1998
In this method, instead of varying the pressure of your hand on the plate, you vary the area of your hand in contact with the plate.  

As a practice, start with the top part of your right palm in contact with the bottom half of the stick pad.  Your fingers are bowed upwards.  Swirl your hand twice a second, with a pressure and speed that gives no stick reaction.  Keeping that pressure and motion, begin to slowly lower three of your fingers (not the pinky) so that more area is in contact with the stick plate.  Stop when you get a stick to the plate.  Now raise you fingers just slightly upwards till it goes away.  This is the position, pressure, and motion you will use to operate the machine and get a stick reaction.

Stick plate surfaces can be rosewood rubbed with oil of cloves, glass, plastics, stone, painted or varnished metal, latex rubber, orgonite, and other materials.  You might add such a layer on the existing stick plate.

The fingers must not be too wet or too dry.  Rubbing your hands together, or waving a quartz crystal over your hand might increase sensitivity. If you are too moist, try a little cornstarch. If too dry, lick your fingers.

The stick is like putting on the breaks.  If you get a stick at 50, then you will notice that around 45 it will get a little stickier.  (This fact implies that zero intensity is no stick mode of operation).  It can be described as a change of plate texture, like tacky tape, or electrostatic feeling.  Sometimes people sense it in their bodies:  tightening of the chest, slight pain in the temples, buzzing sound in the ears, flash of light in closed eyes.  Some feel it as a resistance in the intensity knob.

The stick plate is like using the pendulum.  It is like asking a question, and a stick reaction means Yes.  You can also program your machine so that 0-50 is a yes, and 51-100 is a No.

Stick Method 4 from a modern method / course, ca. 1980
During a stick reaction, an auric field forms over the plate at the resonance point.  Some people see a light yellow aura over the plate. The more sensitive you are, the faster you will learn the stick reaction.  Also, a more sensitive person will get lower intensity numbers than a less sensitive person who can get a stick reaction.  The intensities are relative.  You cannot compare your numbers with the numbers of others.

This researcher found that there were multiple points where the stick would occur on the intensity dial, called resonance.  Suppose you got a strong stick at 600, sensitive persons might also find lighter sticks at 300 and 150.  Practice will enable a sensitive person to choose the most dramatic stick at 600 in this case.

This author recommends using a natural quartz crystal or lump of quartz to wave over your right hand to sensitize it.  It does not need to be a single pure quartz crystal.

Wash your hands first with mild soap and water.  Ivory soap is excellent.  Dry with a clean towel that has not been laundered with heavy soaps.

You can use breathing exercises to go into a meditative alpha state.  Breathe in, hold, breathe out, and hold.

Keep you mind on the task at hand, and don’t let it drift.

Turn the intensity dial with your left hand, keeping your finger so that it drags on the surface of the machine.  

At the same time use your right hand to rub the plate.  Use a steady counter clockwise motion with a lot of contact area between your hand and the stick plate.  The flatter you keep you fingers on the plate, the greater will be your likelihood of a stick reaction.

You can practice with a person who can get a stick reaction.  Have them place their finger in the well as you rub and turn the intensity dial.  They may feel the approach of a stick reaction as a tingling in the finger, and let you know that a stick reaction is near.  Don’t try to outguess the instrument.  Learn to feel the machine.  You will refine your feeling with diligent practice.  Take a break if you are getting tired.

Use a bit of cornstarch or baby powder on your hand if it is too sticky.

This author says that some people like to ‘get permission’ to use the machine each time they begin a session.  Set the dials at 100-0.  Intensity set at 0.  Mentally assign intensities of 0-50 as Yes, and 51 to 100 as No.  Perform a stick reaction intensity measurement three times, asking the following questions in turn:  1) Can I use the machine at this time? 2) May I use the machine at this time?  3) Should I use the machine at this time?  If any of the answers are No, then don’t use the instrument at this time.

Stick Method 5 from a modern article on the rub plate, ca 2000
The stick is a psychic response of stickiness when rubbing an insulative surface like wood, plastic, leather, or glass.  You can have a coil or a plate electrode underneath the insulator.  The fingertips are used to rub the plate in a circular motion.  Your fingers feel a slight sticking feeling that may be caused by an electrostatic charge on the surface of the skin.  There may be other physiological responses such as galvanic skin response, micro-muscular twitches, tingling in forehead, dizziness, tightness, etc.  

Practice by asking a simple yes or no question that you know has a definite answer.  Rub the plate, and a stick means yes, and smooth means no.  If you have problems, try it in the morning, drink 2 glasses of water, wait 10 minutes, and sit at a wooden table facing west.  If you have a person present who can get a stick reaction, try having them interdigitate their fingers with yours, or put their arm on your shoulder.  Don’t try to learn it with negative, skeptic people around.

About 20% can get it right away, 50% with a little practice, and the rest have great difficulty, or are not ready at this time.  Several years may pass, and then they can suddenly be able to get the stick reaction.

Stick Method 6 from a modern article on the pendulum, ca 2000
An option to getting a stick reaction with your hand rubbing the plate is to use a pendulum such as a clear acrylic ball on a monofilament line. A wooden ball on a string is also good for beginners.  Stay away from metal or crystals at first.  

First you need to program the pendulum for yes or no answers.  You define whether clockwise or counterclockwise is a yes.  

Practice by asking a simple yes or no question that you know has a definite answer.  Suspend the pendulum over your free hand with its palm upwards.  Think of your question and observe is a Yes is clockwise or counterclockwise.  If you have problems, try it in the morning, drink 2 glasses of water, wait 10 minutes, and sit at a wooden table facing west.  Practice this a lot till it works reliably.

Once programmed, the pendulum is suspended directly over the stick pad, its motion for Yes, will indicate a Stick reaction.  Don’t use the pendulum for more than 15 minutes at a time or it will tire you and your error rate will dramatically increase.  A meditative alpha state is recommended.

Diagnosis or Analysis of a subject: 

Analysis is the process of using a specific witness in the well, setting a rate, and getting an intensity reading at the point where you get a stick reaction on the stick plate.  

The most common rate you will use is 9-49 for General Vitality.  Here is the procedure:

1. Open your machine. When not in use the rate knobs should be set for 0-0 or 0-100.  The intensity should be fully counter clock-wise to Zero.  The Neutralize button should be up (not neutralizing).  The power switch should be down (power off). The power transformer should be disconnected. There should be nothing in your clean well.

2. Plug your power supply into the wall, and the machine.  Turn on the power switch.  It is not necessary to actually power up the machine to get a stick reaction, but I do it anyway.

3. Set the rate dials for 9-49.  This means 9 on the left dial, 49 on the right dial.  With this rate you will be testing the general vitality (life force) of a subject in the witness.

4. Get a piece of white paper about 1” by 3” that will be your witness later on.  Insert it in the well.

5. Flip the neutralize button down (towards the ‘N’) for 20 seconds, and then back up. This neutralizes the whole machine and witness paper from any previous use or contact.  Waving a magnet over the well, stick plate, and machine is a primitive way of doing the same thing.

6. Remove the paper from the well, write your name on the paper, and place it back in the well. That paper is your personal witness.  It can be destroyed if it is neutralized.  If you use a witness for another person, make sure you handle your sample correctly as described in Course 1.

7. Swirl your right finger pads on the stick pad in a 3” oval, about 2 times a second.

8. Note the Intensity reading where you get a stick reaction change.  This is the intensity of your General Vitality, 9-49.  The larger the number, the greater the vitality of the subject.  Younger subjects have generally a higher vitality.  You cannot compare your numbers with another operator’s numbers, as each person has a different sensitivity to the stick plate.

When you wish to let the patient eat or drink something, not only do you need to use your common sense, but you need to test its affect on the General Vitality reading you did above.  Simply repeat the process above, but place a bit of the substance in the well with the witness.  If the General Vitality intensity reading is higher, then the substance is recommended for this patient at this time.  This process is good for determining food tolerance, color therapy, herbs, reagents, homeopathic remedies, vitamins, prescription medicines, etc.

Before and after any treatment, it is good to do a General Vitality reading so that you may determine is the treatment is beneficial to the patient.  After treatment, the general vitality should rise.  If it lowers, stop that treatment.  If it rises, then you might consider another of the same treatment.  If the general vitality rises and stops rising, the treatment regimen is done.

When treating, try to get to the cause behind the cause.  What this means is that you might treat a symptom such as pain, but unless you correct or balance the energies of the ailing part that created the pain, it will return.  

In order to fully treat, you need to progress to a more systematic analysis using the instrument with the Eloptic Emanation Analysis Chart (found on page A-23 of the Eloptic Medical Directory).  It is a long process, but will analyze the energies of all the body systems, and look for weaknesses.  Ailing organs will have low intensity readings.  Then you can use the rate charts in the Eloptic Medical Directory to further investigate for problems in that organ.  The disease rates will have high intensities if that problem is present in the patient.  You can just remove your hand from the stick plate to transmit back the same energy (but automatically inverted) to a remote patient to rid the disease energy.  When you then re-analyze this rate and you will find the intensity has fallen (which is good) unless there is some root cause preventing it.  Here is where experimentation will go a long way.

You can Scan a particular ailing organ by finding its single dial setting in the Eloptic Medical Directory in section C (right dial numbers are locations).  Set the right dial at the particular organ, and start the left dial at zero. Using the stick pad, determine the intensity of each half step on the left dial from 0 to 100.  Intensities of 0-50 can be ignored as ‘junk rates’. Look for very high intensities, and record them.  Then you can look up what those rates mean in the same section C, and treat them out individually.  The Hieronymus Anapathic Machine does this automatically, and more efficiently, for all organs.  This only takes 5 minutes, and avoids problems of over treating, and missing problem rates.

COURSE LEVEL 3

Thought projection needed: Getting special answers and treatment rates.


There are times that you will want to use the machine to determine an unknown rate.  At other times you may want to get answers to Yes or No questions.  We will discuss these and other procedures here, which require you to hold a thought in your mind as you operate the machine.

Scanning for an unknown disease or reagent rate

If you cannot find a rate for your disease or reagent, you may use this process to determine it:

1. Open your machine. When not in use the rate knobs should be set for 0-0 or 0-100.  The intensity should be fully counter clock-wise to Zero.  The Neutralize button should be up (not neutralizing).  The power switch should be down (power off). The power transformer should be disconnected. There should be nothing in your clean well.

2. Plug your power supply into the wall, and the machine.  Turn on the power switch.  It is not necessary to actually power up the machine to get a stick reaction, but I do it anyway.

3. Set the rate dials for 0-0 or 0-100.  Set the Intensity dial at zero.

4. Flip the neutralize button down (towards the ‘N’) for 20 seconds, and then back up. This neutralizes the whole machine from any previous use or contact.  Waving a magnet over the well, stick plate, and machine is a primitive way of doing the same thing.

5. If you are finding a disease rate, your witness will be the patient who has the disease.  If you are finding a reagent rate, your witness will be the reagent.  Insert your witness in the well.

6. Pose your question such as ‘what is the left dial rate for xxx disease’ or ‘what is the left dial rate for xxx reagent’.  Be clear and concise.  It may help you to write it down, or memorize it, and hold it in your mind.

7. Very slowly rotate the left rate dial from 0 to 100 in quarter mark intervals.  That means 0, 0.25, 0.5, 0.75, 1.0, etc.   A Yes is a stick at 0 intensity, and a No is no stick at 0 intensity.  Write down the numbers that gave a stick reaction.  Hopefully there will only be one, but if there are more, you select the one that continues to stick at the highest intensity.  Narrow it down to one left dial rate number and set the left dial to this number.

8. Pose your second question such as ‘what is the right dial rate for xxx disease’ or ‘what is the right dial rate for xxx reagent’.  Be clear and concise.  It may help you to write it down, or memorize it, and hold it in your mind.

9. Very slowly rotate the right rate dial from 0 to 100 in quarter mark intervals.  That means 0, 0.25, 0.5, 0.75, 1.0, etc.   A Yes is a stick at 0 intensity, and a No is no stick at 0 intensity.  Write down the numbers that gave a stick reaction.  Hopefully there will only be one, but if there are more, you select the one that continues to stick at the highest intensity.  Narrow it down to one right dial rate number and set the right dial to this number.  You now have the 2 number rate for the disease or reagent.  

If it was a disease rate, you can treat the witness for the disease on this rate. 

If it was a reagent, you can set the dials for this rate and transmit the energies of the reagent to the subject’s witness in the well without needing the original reagent.  

To create another similar reagent, you can use the rate with nothing in the well, to charge a neutralized vial of water sitting on the stick pad with the energy of the original reagent, without needing to have it on hand. 

Getting answers to Yes or No questions

You need to relax in the alpha state, clearly focus your thought on a clear Yes or No question.  Here is the procedure:

1. Open your machine. When not in use the rate knobs should be set for 0-0 or 0-100.  The intensity should be fully counter clock-wise to Zero.  The Neutralize button should be up (not neutralizing).  The power switch should be down (power off). The power transformer should be disconnected. There should be nothing in your clean well.

2. Plug your power supply into the wall, and the machine.  Turn on the power switch.  It is not necessary to actually power up the machine to get a stick reaction, but I do it anyway.

3. Set the rate dials for 0-0 or 0-100.  Set the Intensity dial at zero.

4. Flip the neutralize button down (towards the ‘N’) for 20 seconds, and then back up. This neutralizes the whole machine from any previous use or contact.  Waving a magnet over the well, stick plate, and machine is a primitive way of doing the same thing.

5. There will be nothing in the well.

6. Pose your question so that the answer is a Yes or a No.  Be clear and concise.  It may help you to write it down, or memorize it, and hold it in your mind.

7. Define in your mind how your answer will be read on the machine.  The first way is that a Yes is a stick at 0 intensity, and a No is no stick at 0 intensity.  Another way is a Yes stick at intensity 0-50, and a No is also a stick but at intensity 51-100.  Be consistent with your definition.  Practice it by posing questions with obvious Yes or No answers to determine which method works for you.

8. Swirl your right finger pads on the stick pad in a 3” oval, about 2 times a second.

9. According to your definition, determine by the stick reaction if your answer is a Yes or a No.

Manifesting or Wishing

This is very experimental, and is not mentioned in the original Hieronymus materials, but I mention it since some have requested it.  It is similar to the process of determining a rate for a disease, but in this case it is something good that you wish for a subject placed in the witness well.  Once the rate has been determined, you let the machine run by itself for it to take effect.  If it is a wish, you may have to get creative as to what goes in the well.

COURSE LEVEL 4

Controversial procedures: from finding missing persons to superluminal communication.

The Hieronymus machine has been experimentally used for other types of experiments.  Here we present some of them to spark your imagination. 

Tracking the Apollo astronauts 


Hieronymus had been encouraged by the ability of the machine to analyze the general vitality of sailors in a submarine, 50 feet below the water.  The Eloptic energy did not seem to decrease over distance, or blocked by the metal hull and deep water.  He considered that the astronauts of the Apollo missions might make a good test.


He obtained good color photographs of the astronauts in the Apollo 8 and Apollo 11 missions, and tracked both missions.  In the Apollo 11 mission, he used the photos individually in the well of the machine, and used the standard methods to measure the biological activity and vitality of each astronaut from two days before liftoff to the end of the quarantine period.


Ionic fields, radiation belts, vast distances of space, or the body of the moon itself did not block or slow the Eloptic readings, unlike the limitations of standard radio telemetry.  


He discovered a lethal moon radiation belt that extended from 65 miles down to 15 feet above the surface of the moon.  The surface of the moon itself was free of any detrimental effects.  For more information read The Story of Eloptic Energy, chapter VIII.

Detecting life on other planets


Hieronymus knew that Eloptic energy could take a ride with light waves, as if it was a conducting wire.  He conceived to aim an optical telescope at a planet, and focused the light on an electrode connected to the machine’s input terminal.  The telescope was motor driven so that the planet would remain in focus for long enough for a full Eloptic emanation chart to be filled out for the planets.


He found that the planets did have traces of life, but that it was of a slightly different nature than here on earth.  Certain organs were active, and others absent.  He was not certain if the life was a form of animal, plants, or bacteria.

Superluminal communication experiments


Hieronymus devised an experiment to communicate from point A to point B with no attenuation of the signal, and faster than the speed of light.  He built the transmitter machine with 3 metal samples that could transmit each of their Eloptic emanations in turn.  The receiver was an Atomic Analyzer with three prism units.  Each prism was tuned to a different metal sample.  A photo of the samples was in the receiver well.


He assigned each of the metal emanations as a ‘dot’, ‘dash’, and ‘space’ in a Morse code communication scheme.  The system did indeed work.  He proposed that spies could communicate this way in secrecy.

Attempts at changing the weather


The Cosmiculture manual has the procedure to experiment with altering the weather.  If you attempt to do this, you need to report your experiment to the authorities cited before you begin.  Creating rain for crops, and temperature changes are the most popular weather changes.

Affecting chakras, spiritual and metaphysical energies, and mind expansion


The Cosmiculture manual also has very good rates for manipulating the energy levels of your chakras, astral body, spiritual, emotional, and mental areas.  There is a complex interplay of all of these, and many more, in each person.  There are plenty of areas in which to explore.  You might make your dreams more vivid, enhance psychic abilities, and promote astral travel and lucid dreaming through thought projection with the machine.

Treating acupuncture points


Instead of using the stick pad’s internal coil to transmit the beneficial effect to the patient, you can connect an electrode to the red output terminal of the machine and place it on the patient.  The electrode has a banana jack on one end to connect to the red output terminals.  The other end is a point or probe tip that can be applied to particular acupuncture points for targeted stimulation.  


You can experiment with different rates on different points.  Also you may find that if a second electrode is connected to the black output terminal, it can be either held in the hand of the patient, or another acupuncture point.

Determine the type of atoms and relative quantity in samples


Atomic Analyzer is a different specialized machine that detects the presence of atomic elements and their quantities. It uses a prism to separate out the different elemental emanations of Eloptic energy.  But even without a prism unit, the Medical Analyzer can be used in a similar manner.


The sample is placed in the well, and the dials are tuned to the element you want to detect.  These rates are in the Cosmiculture manual.  For instance, you can look up the rate for Iron.  You set the dial, and use the intensity knob to determine if a stick reaction is present, and what level.  A low intensity means little iron is present.  A high level means that there is a good quantity of it.  This quantity is not a specific number of grams, but a qualitative measure of relative amount of iron.  Radioactive elements emanate more energy per gram, and the energy can travel further through air.  It will still read in the machine even though the radioactive sample is not inside the well, but close to it.

Find missing persons


Experiments have been performed with the machine to help locate missing persons.  It is an advanced technique that requires a level of thought projection and abilities.  A picture of the person is placed in the well, and a general vitality is run to determine if the subject is still alive.


Then a special probe is used.  It is a small coil on the end of a pencil shaped non-conducting handle.  It is connected to the red and black input terminals of the machine.  An aerial view of the suspected area is used as a map, and the probe is moved across the map, and a stick reaction indicates the area where the subject is located.  Close-up maps of the specific area are used to further localize the subject down to a small area.


It may be possible to use a single probe tip connected to the red input terminal.  The black electrode might be ignored, or possibly come out to a metal plate on which the insulated map is placed.  


An alternative method of locating the person on a map involves thought projection.  A question is posed as to the latitude (east-west) location of the subject, and the probe is moved along the latitude markings of the map.  Then you determine the longitude (north south) in the same way to localize the subject.


You can experiment with maps printed from the internet, or aerial views from Google Earth or Mapquest.  

Finding missing objects, or materials like gold


This is similar to finding a missing person above.  The well holds a picture of the object, or a piece of the material.  If it is a metal, you can set the rate to the metal rate from the Cosmiculture manual, with nothing in the well.  Or you can null out the rate dials with a 0-0 or 0-100.


Use a pickup probe connected to the input terminals of the machine to scan your maps.  You might also use thought projection instead of a picture of the object or material.

Chi generator, orgone generator, crystals under stick pad


Modern instruments have attempted to make the instruments more sensitive by adding chi or orgone generator materials and crystals in the machine.  The best place to add them is under the stick pad, and there is room inside the machine for such materials.  Others carve or apply special symbols under the stick pad like the Star of David.  It can be a lot of fun experimenting with your own theories and experiments.  You are bound to discover something new!

APPENDIX

Other machines designed by Hieronymus:


Medical Analyzer



An analyzer and a treatment machine. 



Functions as a simple Anapathic Machine

Best healing machine

Atomic Analyzer 


A chemical analysis machine with a prism inside


Functions as a Medical Analyzer as well

Anapathic Automatic Scan / Treat Machine


Cures all diseases at once, no stick reaction needed.


Does a better job than the Medical Analyzer as an Anapathic


Has a prism inside


Homeopathic Preparator



Copies and intensifies homeopathic reagents


Eloptic Beam Projector



Treating with a specimen and reagent


Specific Rate Treatment Instrument (1 bank, 2 banks, 3 banks of capacitors)



Treating on a specific rate or rates depending on the numbers of banks


Electro Bio-Meter



Functions as a Medical Analyzer



Functions as a 3 bank Specific Rate Treatment Machine



Functions as a Homeopathic Preparator

Functions as an automatic Intensifier of reagents

Functions as a simple Anapathic machine


Cosmic Pipe



Agricultural healing machine needing no power to operate


Superluminal Communications device



Three prism Atomic Analyzer for performing the experiment

Conductors and insulators of Eloptic Energy

Below is a partial list of materials that Dr. Hieronymus found were conductors of Eloptic energy:

1) Direct sunlight and strong fluorescent lights is a powerful conductor of Eloptic rays away from your machine.  You must shield any exposed metal conductors from light to avoid losing your Eloptic signal.

2) Air can conduct the Eloptic rays 

3) Plexiglas and even black colored acrylic conducts Eloptic rays 

4) Pyrex glass conducts Eloptic rays, and does not retain an impression

5) Common metals conduct Eloptic current 

6) Moist wood conducts Eloptic current, and retains an impression for a while

7) Red, brown, colored Bakelite conducts current

8) Rosin, Talcum powder

9) Mica

Below is a partial list of materials the Dr. Hieronymus found were insulators of Eloptic Energy:

1) Black Bakelite of pure and paper-reinforced type blocks rays and current

2) Plastic baggie material blocks rays and currents 

3) Most opaque plastic insulation on wires blocks Eloptic rays and current

4) Dry wood and paper blocks Eloptic rays and current

5) Floor wax blocks Eloptic rays and current

6) Enamel varnish and black spray paint blocks Eloptic rays and current

Optional Modifications and Attachments

· Use silver solder

· 2 extra large pickup coil wells with banana jacks to connect to input and output terminals on the machine.  The coils will be square, mounted under a piece of black eloptic transparent plexiglas 12" x 12", with rubber feet, 2 banana terminals, and two double terminated banana jumper cables, all for each of the 2 wells. You can place gallon jugs on it, or multiple reagents.  This way it is easy to keep clean, and is recommended by Hieronymus.   

· Two probes each with about 3' long wire, terminating in a banana jack, to connect to input or output terminals. Probes will be needle points for acupuncture point or for use as handheld pickups for subject input, or localized patient output. 
· 9V battery power plug so machine can be operated remotely.  

· AC power switch on a timer for setting treatment times.
· Antenna for red output terminal for enhanced treatment power and range, telescoping about 2 feet high, banana terminal at bottom.
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